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®
Tp-LIN K 150Mbps Wireless N ADSL2+ Modem Router

Quick Advanced Access
Start Setup Management

Maintenance Status Help
Interface

Wirtual Circuit - | PWC4 » PWCs Summary
Status - @ activated | Deactivated

VPRI |8 (range: 0~255)

VO[3 (range: 1~65533)

ATM QoS -
PCR : cellsfzecond
SCR:|D cellsfzecond
MBS :

IPVersion - @) |py4 O 1pyanpve O 1PV

Dynamic IP Address
Static IP Address

* PPPoAPPRGE
Bridge Mode

PPPoE/PPPOA
Servicename -
Usemame : |[***@e-lcom.sy
Pasgworg - [ress
Encapsulstion - | PPPoE LLC v

Bridge Interface - () activated '® Deactivated




®
Tp-LIN K 150Mbps Wireless N ADSL2+ Modem Router

Quick Advanced Access

Start Setup Management Maintenance Status Help

PPPoE/PPPoA

Servicenams -
Usamams © **=@e-lcom.ey
Password - |-
Encapsulstion : | PPPoE LLC v

Bridge Interface - () Activated ® Deactivated

Connection Setting
Connection © (® slyays On (Recommended)

Connect On-Demand (Close if idle fond minutes)

Connect Manually
TCP MSS Option : TCP MSS(default:1400) 1400 bytes

IP Common Options
Default Routs @ (@ g Mo

IPv4 Address
Get |P Address - Stetic ® Dynamic

Static I[P Address - |D.0.00

IP Subnet Mask -

Gateway - |0.0.0.0

TCP MTU Cption - TCP MTU{default: 1430y 1460 bytes
MAT ;| Enable ¥
Direction - | Both

Advanced Access

Maintenance Status
Setup Management

Wirtual Circuit - | PVCD ¥ PV Cs Summary
Tols - @ Activated '/ Deactivated
VP (D (range: 0~255)
L]
W o |32 (range: 1~65535)
L

ATMQoS:|UBR ¥
PCR:|D cellsizecond
SCR:|D cellsfzecond
MBS - |0 cells

IP\Version = (8 1pyg () 1PysiPve L IPVE

Dynamic IP Address
Static IP Address

* PPPoA/PPROE
Bridge Mode

PPPOE/PPPOA

Servicenams :

B p—— i
Lzemame - @elcom.iptv.sy

Password - | reesreee
L
Encapsulstion : | PPPoE LLC v

Bridge Interface - (®) artivated ) Deactivated




Interface

PPPOE/PPPOA

Access
Management

Advanced
Setup

Maintenance Status

Servicename -
Usemame -
Password -

Encapsulstion
Bridge Interface :

e @elcomiptesy

PPPoE LLC A

'® pctivated '/ Deactivated

Connection :

TCP MSS Option -

'® Mlways On (Recommendsd)

) Connect On-Demand (Close ifidle forld |minutes)

"~ Connect Manually

TCP MS5(default:1400{ 1400 |bytes

1P Commaon Options

Default Route -

(2 ves @ No

IPv4 Address

(et IP Address -
Static 1P Address -
IP Subnet Mask -
Gateway -

cTCP MI'U(defauIt:H&G:{MBD bytes
MAT :

Dynamic Route -

TCP MTU Option

') Static '® Dynamic
0.0.0.0
0.0.0.0

0.0.0.0

RIFZ-E ¥

Direction - | Both

hulticast -
N

IGMP w2 ¥




®
Tp-LIN K ) 160Mbps Wireless N ADSL2+ Modem Router

Quick Interface Access

Advanced Start 5 Management Maintenance Status Help

Firewsll© ® Enabled ' Disablzd
(WARMING: If you enabled Firewall, the modem can block such attack:-Denial of Service,
3N Flooding, Ping of Death, TearDrop...stc)
Enabled '®' Disabled
(WVWARMING: If you enabled SPI, all traffics initiated from VAN would be blacked, including
DMZ, Yirtual Server, and ACL WaAN side. )

®
Tp-LIN K ) 150Mbps Wireless N ADSL2+ Modem Router

Quick Interface Access

Advanced Start Setup Management Maintenance Status Help

Routing Table List

Dest IP Gateway IP Metric Device

82.137.201.102 82.137.201.102 posd
0.237.239.1 2 0.237.233.1 poel
192.1658.1.0 192.1658.1.1 enetl
0.237.239.0 PvCD poel
default ) MNodeb poed

ADD ROUTE

®
Tp-LIN K ) 150Mbps Wireless N ADSL2+ Modem Router

Quick Interface Access
Advanced Start Setup Management

Maintenance Status Help

Static Route

Destination IP Address - [10.1.0.0

IP Subnet Mask : |255.255.255.0
Gateway |P Address 0.1.0.1

Idetric
Announced in RIP

DELETE BACK CANCEL




TP-LINK'

Device Info

Quick Setup

Advanced Setup

-Layer2 Interface
=Alm intertace
+ETH Interface

*WAN Service

*MAC Clone

+LAN

+NAT

+ Security

+Parental Control

+Quality of Service

+Routing

Device Info

Quick Setup

Advanced Setup

-Layer2 Interface
+ATM Interface
+ETH Interface

+WAN Service

+MAC Clone

+LAN

+NAT

+ Security

+Parental Control

+Quality of Service

+Routing

+DNS

+DSL

+UPnP

+ Interface Grouping

+IP Tunnel

+ Multicast

DSL ATM Interface Configuration

300Mbps Wireless N ADSL2+ Modem Routg

Model No. TD-W8960)

Choose Add, or Remave to configure DSL ATM inferfaces.

Interface i | Link Type | Encapsulation | Category | Peak Cell Rate | Sustainable Cell Rate

Max Burst Size

Conn Mode

IP QoS

Sched Alg

Queue Weight | Group Prece

atm0 PPPoA VCIMUX UBR

DefauliMode

Enabled

SP

atm1 EoA LLC UBR

VianMuxode

Enabled

SP

This screen allows you to configure a ATM PVC.

VPI:

VCI: 32

b o

[32-65635]

Select DSL Link Type (EoA is Tor PPPOE, IPOE, and Bridge.)
@ EoA

© PPPoA
> IPoA

Encapsulation Mode:

LLC/SNAP-BRIDGING r
UBR Without PCR ¥

Service Category:
Select Scheduler for Queues of Equal Precedence
@ Round Robin (weight=1)
() Weighted Fair Queuing
Default Queue Weight: 1
Default Queue Precedence: 3

[1-83]

[1-8] (lower value, higher priority)
Note: For WFQ, the default queue precedence will be applied to all other queues in the ViC.

SavelApply '




Tp_LlNK" 300Mbps Wireless N ADSL2+ Modem Rou

Device Info

Quick Setup Wide Area Network (WAN) Service Setup
Advanced Setup

+Layer2 Interface

*WAN Service

Choose Add, Remove or Edit fo configure a WAN service over a selected interface

My Cne Interface Description Type Vlang021p VianMuxld Igmp NAT Firewall IPv6 Mid Remove
+LAN

+NAT

ami.1 br_0_8 40 Bridge NIA NIA Enabled Disabled Disabled Disabled Disabled

+Security pppoal pppoa_0_8_35 PPPoA N/A NIA Enabled Enabled Enabled Disabled Disabled

+Parental Control
+Quality of Service
+Routing m
+DNS O
*DSL

*UPnP

* Interface Grouping
+IP Tunnel

TP-LINK 300Mbps Wireless N

Device Info
Quick Setup WAN Service Interface Configuration
Advanced Setup

+Layer?2 Interface
= WAN Service
+MAC Clone

+LAN Layer2 Interface: atrnﬂii[ﬁi
—

+NAT

+ Security
+Parental Control 'm

+Quality of Service

Select a layer 2 interface for this service

Note: For ATM interface, the descriptor string is (portld_vpi_vei)

+Routing

+DNS

+DSL

+UPnP

+Interface Grouping
+IP Tunnel

+ Multicast

TP-LINKC

Device Info
Quick Setup WAN Service Configuration
Advanced Setup

+Layer2 Interface
+WAN Service
+MAC Clone
+LAN

+NAT

+ Security Enter Service Description: pppoe_0/32

Select WAN service fype:
@ PPP over Ethemnet (PPPOE)

» IP over Ethernet

() Bridging

+Parental Control
For tagged service, enter valid 802.1P Priority and 802.1Q VLAN 1D

+Quality of Service For untagged service, set -1 to both 302. 1P Priority and 802.1Q VLAN ID.

+Routing Enter 802.1P Priority [0-7]: -1

+DNS Enter 802.1Q VLAN 1D [0-4094]: -1
+DSL

Network Protocal Selection:
ot [IPV4 Only v
+ Interface Grouping

+IP Tunnel
+ Multicast
IPTV




Device Info

Quick Setup
Advanced Setup
+Layer2 Interface
+WAN Service
*MAC Clone
+LAN

+NAT

+ Security
+Parental Control
+Quality of Service
+Routing

+DNS

+DSL

+UPnP

+ Interface Grouping
+|P Tunnel

+ Multicast

IPTV

Wireless

Guest Network

Diagnostics

TP-LINK'

Device Info

Quick Setup
Advanced Setup
+Layer2 Interface
*WAN Service
*MAC Clone

+LAN

+NAT

+ Security
+Parental Control
+Quality of Service
+Routing

+DNS

*DSL

«UPnP

¢ Interface Grouping
+IP Tunnel

* Multicast

PPP usually requires that you have a user name and password fo establish your connection. In the baxes below, enter the user name and passw

PPP Username: iEiEiFaﬁelcom . Ipf\-fsy

PPP Password: -

PPPoE Service Name:

MTU (bytes): 1480 (The default is 1430, do not change unless necessary.)!
Authentication Method: AUTO A |

= Dial on demand (with idle timeout timer)

(] Bridge PPPoE Frames Between WAN and Local Ports

NAT and Firewall
Enable NAT

Enable Firewall

Multicast Proxy
——

Enable IGMP Multicast Proxy

300Mbps Wireless N Al

Routing -- Default Gateway

Default gateway interface list can have multiple WAN interfaces served as system default gateways but only one will be used according to the priority with the first being thi
lowest priority if the WAN interface is connected. Priority order can be changed by removing all and adding them back in again.

Selected Default Gateway Interfaces Available Routed WAN Interfaces

pppl.2 -
pppoal




Device Info

Quick Setup

Advanced Setup Select DNS Server Interface from available WAN interfaces OR enter static DNS server IP addresses for the system. In ATM mode, if only a single PVC with |PoA or static
+Layer? Interface configured, Static DNS server IF addresses must be entered.

DNS Server Interfaces can have multiple WAN interfaces served as system dns servers but only one will be used according to the priority with the first being the higest ar
+WAN Service priority if the WAN interface is connected. Priority order can be changed by removing all and adding them back in again

+MAC Clone @ Select DNS Server Interface from available WAN interfaces:
+LAN Selected DNS Server Interfaces Available WAN Interfaces

*NAT opp12
+ Security pppoal

+Parental Control
+Quality of Service
+Routing

+DNS

+DSL

+UPnP

o DEiEse SRl o] | Use the following Static DNS IP address:
+IP Tunnel

+ Multicast

IPTV

Wireless

Guest Network

Primary DNS server:

Secondary DNS server:

Diagnostics

TP-LINK 300Mbps Wireless N ADS

Device Info
Quick Setup WAN Setup - Summary
Advanced Setup
+Layer2 Interface
+ WAN Service
*MAC Clone
+LAN

+NAT

+ Security

Make sure that the setfings below match the settings provided by your ISP.

Connection Type: PPPoOE
NAT: Enabled
Full Cone NAT: Disabled

Firewall: Enabled

IGMP Multicast: Enabled
+Parental Control

Quality Of Service: Disabled

+Quality of Service
+Routing Click "Save/Apply” to have this interface to be effective. Click "Back” to make any modifications.
+DNS
+DSL

+UPnP [ SavelApply

+ Interface Grouping

+IP Tunnel

300Mbps Wireless N ADSL2+ Modem R(

Device Info
Quick Setup Wide Area Network (WAN) Service Setup
Advanced Setup
+Layer2 Interface
*WAN Service
*MAC Clone
+LAN

+NAT

Choose Add, Remove or Edit to configure a WAN service over a selected interface.

Interface Description Type Vlan8021p VianMuxld Igmp NAT Firewall IPv6 Mid Remove

atm1.1 br_0_2_40 Bridge N/A NiA Enabled Disabled Disabled Disabled Disabled

+Security pppoal pppea_0_5_35 PPPoA NIA N/A Enabled Enabled Enabled Disabled Disabled
+Parental Control

+Quality of Service

+Routing
+DNS

-DSL

+UPnP

+Interface Grouping
+IP Tunnel
= Multicast




Tp_LINK"‘ 300Mbps Wireless N ADSL2+ Modem

Device Info
Quick Setup WAN Service Configuration
Advanced Setup

+Layer2 Interface
< WAN Service
*MAC Clone
+LAN

+NAT

Select WAN service fype:
() PPP over Ethemet (PPPOE)

) 1P over Ethemet

@ Bridging
—

+Security Enter Service Descri [br_0_32|
+Parental Control

For tagged service, enter valid 302_1P Priority and 802 1QVLAN ID
+Quality of Service For untagged service, set -1 to both 802.1P Priority and 302.1Q VLAN ID.

+Routing
+DNS
*DSL
+UPnP

Enter 802.1P Priority [0-T]:
Enter 802.1Q VLAN 1D [0-4094]:

+ Interface Grouping
+IP Tunnel

* Multicast

Routing -- Static Route

A g T 0 DGt

IF ersian [nariProtal ength

+ Delau B Catemay

*NS

KL

=UPnl

riniprisce {aouping

Routing -- Static Route Add

Enter the destination network address, subnet mask, gateway AND/OR available WAN interface then click "Save/Apply” to add the enfry to the routing table.

IP Version: IPvd v
Destination IP address/prefix length: ’W‘
wetace: ]
Gateway IP Address: (10401 |

{optional: metric number should be greater than or equal to

zero)

Savel/Apply




Quick Start Advanced Firewall Maintenance

WAN Configuration

This page is used to configure the parameters for the WAN interface of your ADSL and{or) Ethemnet Modem/Router. Note - When
connect type of PPPoE and PPPoA only is "Manual”, the "Connect" and "Disconnect” button will be enable.

m WAN Physical Type: * ADSL WAN Ethernet WAN

» Auto PVC
» ATM Default Route Selection: Auto ® Specified

+ ADSL

VPI: VCI:
LI P ]
®LLC

Encapsulation: VC-Mux

Channel Mode: FPPoE v Enable NAPT:
——

Enable IGMP: (%]
=}

IP Protocol: Ipvdilpws v

PPP Settings:




IP Protocol:

PPP Settings:

User Name:
L}

Type:

WAN IP Settings:

Type:

IP Address:

Subnet Mask:

Primary DNS Server:

Default Route:
L]

Unnumbered:

IPvG WAN Setting:

lovdilpvg v

“*@elcom.iptv.sy | Password:

| Continuous v | Idle Time {min):

© Fixed IP DHCP

| ISP Gateway:

| Secondary DNS Server:

'® Disable ‘' Enable




Type: i DHCP

IP Address: ISP Gateway:

Subnet Mask:

Primary DNS Server: Secondary DNS Server:

Default Route: i Enable

Unnumbered:

IPvG WAN Setting:

Address Mode:

IPvG DNS Mode:

DHCPvG Mode:

Request DHCPvG PD:

comoct | scomoct [ s | ooy | oeeis | o J reresn

104 WAN Interfaces Table:

Select Inf Mode WPl VCl Encap NAPT IGMP DRoute IP Address _ \oF Subnet — User o4 s Edit
Gateway Mask Name

WAMND br1433 0 32 LLC off Off Off 0.0.0.0 0.0.0.0 0.0.00 -— dc-w

PPP (nterface  Modify
P
Ao
Logle Neve
mseanm
AUMAADCIED 8 MO AUTD v
Conpecbon Type: Conlruvew

feke Time o) ¢

bBndge ® Qridosf Clterral (Trarecarnd Bridony) I

B2 PEPOL Jped SN Lmenat

L=




Quick Start Setup Service Firewall

Routing Configuration
This page is used fo configure the routing information. Here you can add/deleie IP rouies.

» Static Route Enable: +|

» IPvh Static Route Destination: 10.1.0.0

= RIP Subnet Mask: 265.255.255.0

v NAT

1 pppoe2

Port Mapping e
{ Add Route m Delete Selected | Show Routes
R




Time and Dat

There are two ways to set up your Internst connection. You can use the Web-basad Internat
Connection Setup Wizard or you can manually configure the connection.

Pleass make sure you have your ISP's connection settings first if you choose manual setup.

INTERNET CONNECTION WIZARD

‘You can use this wizard for assistance and guick connection of your new D-Link Router to the
Internat, You will be presented with step-by-step instructions in order to get your Internet connection
up and running. Click the button below to begin.

Setup Wizard

Note: Before launching the wizard, please ensure you have correctly followed the steps outlined in
the Quick Instzllation Guide included with the router,

Helpful Hints...

First time: usars are
recommended to run the
Setup Wizard. dick the
button
and you will be guided
step by step through the
process of setting up
your ADSL connection.

If you consider yourself
an advanced user or
have configured a router
before, dlick

o
input all the settings
manually.







